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Repairs

12	Repairs
If the regulator does not function prop-
erly according to how it was originally 
sized or does not function at all, it is de-
fective and must be repaired or ex-
changed.

Risk of regulator damage due to incor-
rect service or repair work.

	Î Contact SAMSON's After-sales Service 
for service and repair work.

12.1	Returning devices to 
SAMSON

Defective devices can be returned to 
SAMSON for repair.

Proceed as follows to return devices:

1.	 Exceptions apply concerning some 
special device models 
u www.samsongroup.com > Service 
> After-sales Service.

2.	 Send an e-mail u retouren@
samsongroup.com to register the 
return shipment including the 
following information:
	– Type
	– Material number
	– Item numbers of accessories
	– Original order
	– Completed Declaration on 
Contamination, which can be 
downloaded from our website at 
u www.samsongroup.com > 
Service > After-sales Service.

NOTICE! NOTICE!

After checking your registration, 
we will send you a return mer-
chandise authorization (RMA).

3.	 Attach the RMA (together with the 
Declaration on Decontamination) to 
the outside of your shipment so that 
the documents are clearly visible.

4.	 Send the shipment to the address 
given on the RMA.

Further information on returned devices 
and how they are handled can be found at 
u www.samsongroup.com > Service > 
After-sales Service.

Note
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13	Disposal
SAMSON is a producer 
registered in Europe, agency in 
charge u https://www.
samsongroup.com/en/about-
samson/environment-social-
governance/material-
compliance/waste-electrical-
and-electronic-equipment-
weee-and-its-safe-disposal/. 
WEEE reg. no.: DE 62194439

Information on substances listed as 
substances of very high concern (SVHC) 
on the candidate list of the REACH 
regulation can be found in the 
document "Additional Information on 
Your Inquiry/Order", which is added to 
the order documents, if applicable. This 
document includes the SCIP number 
assigned to the devices concerned. This 
number can be entered into the 
database on the European Chemicals 
Agency (ECHA) website (u https://www.
echa.europa.eu/scip-database) to find 
out more information on the SVHC 
contained in the device.

SAMSON can provide you with a recycling 
passport on request. Simply e-mail us at 
aftersalesservice@samsongroup.com giv-
ing details of your company address.

On request, SAMSON can appoint a service 
provider to dismantle and recycle the 
product as part of a distributor take-back 
scheme.

Note

Tip

	Î Observe local, national and interna-
tional refuse regulations.

	Î Do not dispose of components to-
gether with your other household 
waste.

mailto:aftersalesservice%40samsongroup.com?subject=
mailto:aftersalesservice%40samsongroup.com?subject=
mailto:aftersalesservice%40samsongroup.com?subject=
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Certificates

14	Certificates
The EU declarations of conformity are 
included on the next pages:

	− EU declaration of conformity in 
compliance with Pressure Equipment 
Directive 2014/68/EU on page 14-2.

	− EU declaration of conformity in 
compliance with Machinery Directive 
2006/42/EC for Type 1, Type 4 and 
Type 4u Regulators on page 14-8.

	− Declaration of incorporation in 
compliance with Machinery Directive 
2006/42/EC for the Type 2111 and 
Type 2422 Valves with Type 2231, 
Type 2232 and Type 2234 Control 
Thermostats on page 14-11.
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Module A 
For the following products, SAMSON hereby declares under its sole responsibility: 

Devices Series Type Version 

Self-operated Regulators 

43 2432 DIN EN, body, CC499K and EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

43 2436 DIN EN, body, CC499K and EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

43 2437 DIN EN, body, CC499K and EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

--- 2111 
DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 40-50, PN 40, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 300, fluids G2, L2, L11) 

Three-way valve --- 2119 

DIN EN, body, EN-GJL-250 and 1.0619, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 50-80, PN 25, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 40-50, PN 40, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-4, Class 150, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½, Class 300, fluids G2, L2, L11) 

Control valve --- 3222 
DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 
DIN EN, body, CC499K, DN 32-40, PN 25, all fluids 

Three-way valve --- 3226 DIN EN, body, CC499K, DN 50, PN 25, fluids G2, L22) 

Three-way valve --- 3260 DIN EN, body, EN-GJL-250, DN 65-200, PN 16, fluids G2, L22) 

Globe valve 
Three-way valve V2001 3531 

3535 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 32-40, PN 25, all fluids  

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

Control valve --- 3214 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 
ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

Self-operated Regulators 

42 2423 

DIN EN, body, EN-GJL-250 and EN-GJS-400-18-LT, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-418-LT, DN 50-80, PN 25, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 32-50, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 32-40, PN 25, all fluids  

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

42 2422 

DIN EN, body, EN-GJL-250 and EN-GJS-400-18-LT, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619, 1.4408 and 1.6220+QT, DN 32-50, PN 16, all fluids  

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 
ANSI, body, A216 WCC, A351 CF8M and A352 LCC, NPS 1½-2, Class 150, all fluids  

Strainers 1N/1NI 2601 DIN EN, body, CB752S, G 2 (DN50), PN25, fluids G2, L22) 

Strainers 2N/2NI 2602 

DIN EN, body, EN-GJL-250, DN 200-250, PN 10, fluids G2, L2, L11) 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 100-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.4408, DN 32-50, PN 16, all fluids 

Self-operated Regulators 

--- 2373/2375 ANSI, body, A995 4A and A995 5A, NPS 1½-2, Class 150, all fluids 

44 

2440 (44-0B) 
2441 (44-1B) 
2446 (44-6B) 

DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

2442 (44-2) 
2443 (44-3) 
2444 (44-4) 
2447 (44-7) 
2449 (44-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

1
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Devices Series Type Version 

Self-operated Regulators 

45 

2451 (45-1) 
2452 (45-2) 
2453 (45-3) 
2454 (45-4) 
2456 (45-6) 
2459 (45-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

46 

2465 (46-5) 
2466 (46-6) 
2467 (46-7) 
2469 (46-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

47 

2471 (47-1) 
2474 (47-4) 
2475 (47-5) 
2479 (47-9) 

DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

48 2488 
2489 DIN EN, body, EN-GJS-400-18-LT and CC499K, DN 50, PN 25, fluids G2, L2, L11) 

40 

2405 
DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids 

2406 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50, PN 25, fluids G2, L2, L11) 

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids  

41 2412 
2417 

DIN EN, body, EN-GJL-250, DN 65-100, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 50-80, PN 25, fluids G2, L2, L11) 

ANSI body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-2, Class 150, all fluids 

42 2421 RS 

DIN EN, body, 1.0619, 1.4408, 1.4571 and 1.4401/1.4404, DN 32-50, PN 16, all fluids  

DIN EN, body, 1.0619, 1.4408, 1.4571 and 1.4401/1.4404, DN 32-40, PN 25, all fluids 
ANSI, body, A216 WCC, A351 CF8M and A182 F316/A182 F316L, NPS 1½-2, Class 150,  
all fluids  

--- 2331 

DIN EN, body, EN-GJL-250, DN 65-200, PN 16, fluids G2, L22) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-150, PN 16, fluids G2, L22) 
DIN EN, body, EN-GJS-400-18-LT, DN 65-125, PN 25, fluids G2, L22) 

DIN EN, body 1.0619, DN 65-200, PN 16, fluids G2, L22) 

DIN EN, body 1.0619, DN 65-100, PN 40, fluids G2, L22) 

--- 2337 
DIN EN, body 1.0619, DN 250, PN 25, fluids L11) 
DIN EN, body 1.0619, DN 250, PN 40, fluids L11) 

--- 2333 
2335 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-80, PN 25, fluids G2, L2, L11) 

ANSI body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

--- 2334 

DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-125, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 65-80, PN 25, fluids G2, L2, L11) 

ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

--- 2404-1 

DIN EN, body, EN-GJL-250, DN 65-125, PN16, fluids G2, L2, L11) 

ANSI body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC und A351 CF8M, NPS 1½-2, Class 150, all fluids  

--- 2404-2 
DIN EN, body, EN-GJL-250, DN 65-125, PN 16, fluids G2, L2, L11) 
ANSI, body, A126 B, NPS 3-4, Class 125, fluids G2, L2, L11) 

1) Gases according to Article 4(1)(c.i), second indent 
   Liquids according to Article 4(1)(c.ii) 

2) Gases according to Article 4(1)(c.i), second indent 
   Liquids according to Article 4(1)(c.ii), second indent 
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That the products mentioned above comply with the requirements of the following standards:

Directive of the European Parliament and of the Council on the harmonization of the laws of the 
Member States relating to the making available on the market of pressure equipment 2014/68/EU of 15. May 2014

Applied conformity assessment procedure for fluids according to Article 4(1) Module A

Technical standards applied: DIN EN 12516-2, DIN EN 12516-3, ASME B16.34

Manufacturer: SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany

Frankfurt am Main, 05. June 2024

ppa. Norbert Tollas
Senior Vice President
Global Operations

i.V. Peter Scheermesser
Director
Product Maintenance & Engineered Products
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Module H / N° CE-0062-PED-H-SAM 001-25-DEU 
For the following products, SAMSON hereby declares under its sole responsibility: 

Devices Series Type Version 

Three-way valve --- 2119 

DIN EN, body, EN-GJL-250 and 1.0619, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-150, PN 40, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 6, Class 150, fluids G2, L2, L11) 
ANSI, body, A216 WCC and A351 CF8M, NPS 2-6, Class 300, fluids G2, L2, L11) 

Self-operated Regulators --- 3222 DIN EN, body, CC499K, DN 50, PN 25, all fluids 

Three-way valve --- 3260 DIN EN, body, EN-GJL-250, DN 250-300, PN 16, fluids G2, L21) 

Globe valve 
Three-way valve V2001 3531 

3535 
DIN EN, body, 1.0619 and 1.4408, DN 50-80, PN 25, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 2½-3, Class 150, all fluids 

Control valve --- 3214 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619, DN 32-400, PN 40, all fluids 
ANSI, body, A126 B, NPS 6-10, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC, NPS 2½-10, Class 150, all fluids 

ANSI, body, A216 WCC, NPS 1½-10, Class 300, all fluids 

Self-operated Regulators 

42 2423 

DIN EN, body, EN-GJL-250, DN 150-250, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-250, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 50-250, PN 25, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 32-250, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-10, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-10, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-10, Class 300, all fluids 

42 2422 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 200-400, PN 25, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 32-400, PN 40, all fluids 

DIN EN, body, 1.0460, DN 40-50, PN 40, all Fluids 

DIN EN, body, 1.6220+QT, DN 65-250, PN 16, all fluids 

DIN EN, body, 1.6220+QT, DN 200-250, PN 25, all fluids 
DIN EN, body, 1.6220+QT, DN 32-250, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC and A351CF8M, NPS 1½-16, Class 300, all fluids 
ANSI, body, A105, NPS 1½-2, Class 300, all fluids 

ANSI, body, A352 LCC, NPS 2½-10, Class 150, all fluids 

ANSI, body, A352 LCC, NPS 1½-10, Class 300, all fluids 

42 2421RS 

DIN EN, body, 1.0619 and 1.4408, DN 65-150, PN 16, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 50-150, PN 25, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 32-150, PN 40, all fluids 

DIN EN, body, 1.4571 and 1.4401/1.4404, DN 50, PN 25, all fluids 

DIN EN, body, 1.4571 and 1.4401/1.4404, DN 32-50, PN 40, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 2½-6, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-6, Class 300, all fluids 
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Devices Series Type Version 

Self-operated Regulators 

40 

2405 
DIN EN, body, 1.0619, 1.4571, 1.4404, 1.4408, 1.0460, DN 32-50, PN40, all fluids 

ANSI, body, A105, A182 F316L, A351 CF8M, A216 WCC, NPS 1½-2, Class 300, all fluids 

2406 

DIN EN, body, EN-GJL-250, DN 150, PN 16, fluids G2, L2, L11) 
DIN EN, body, 1.0619 and 1.4408, DN 32-150, PN 40, all fluids 

DIN EN, body, 1.0460 and 1.4404, DN 32-50, PN 40, all fluids 

ANSI, body, A126 B, NPS 6, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-6, Class 150, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 1½-6, Class 300, all fluids 

ANSI, body, A105 and A182 F316L, NPS 1½-2, Class 300, all fluids 

41 2412 
2417 

DIN EN, body, EN-GJS-400-18-LT, DN 100, PN25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 32-100, PN 40, all fluids 
DIN EN, body, 1.0460, 1.4571 and 1.4404, DN 32-80, PN 40, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-4, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 1½-4, Class 300, all fluids 

ANSI, body, A105 and A182 F316L, NPS 1½-3, Class 300, all fluids 

--- 2404-1 

DIN EN, body, EN-GJL-250, DN 150, PN16, fluids G2, L2, L11) 

DIN EN, body, 1.0619 und 1.4408, DN 32-150, PN 40, all fluids 

ANSI, body, A126 B, NPS 6, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC und A351 CF8M, NPS 2½-6, Class 150, all fluids 
ANSI, body, A216 WCC und A351 CF8M, NPS 1½-6, Class 300, all fluids 

--- 2404-2 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, 1.0619 und 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 und 1.4408, DN 65-400, PN 40, all fluids 
ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC und A351 CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC und A351 CF8M, NPS 2½-10, Class 300, all fluids 

--- 2331 
2337 

DIN EN, body, EN-GJL-250, DN 250, PN 16, fluids G2, L21) 
DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 25, fluids G2, L21) 

DIN EN, body, 1.0619, DN 250, PN 16, fluids G2, L21) 

DIN EN, body, 1.0619, DN 200-250, PN 25, fluids G2, L21) 

DIN EN, body, 1.0619, DN 125-250, PN 40, fluids G2, L21) 

--- 2333 
2335 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 16, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 200-400, PN 25, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 150, all fluids 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 300, all fluids 

--- 2334 

DIN EN, body, EN-GJL-250, DN 150-400, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 16, all fluids 
DIN EN, body, 1.0619 and 1.4408, DN 200-400, PN 25, all fluids 

DIN EN, body, 1.0619 and 1.4408, DN 65-400, PN 40, all fluids 

ANSI, body, A126 B, NPS 6-16, Class 125, fluids G2, L2, L11) 

ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 150, all fluids 
ANSI, body, A216 WCC and A351 CF8M, NPS 2½-16, Class 300, all fluids 

--- 2373 
2375 

DIN EN, body, 1.4469 and 1.4470, DN 32-50, PN 40, all fluids 

ANSI, body, A995 5A and A995 4A, NPS 1½-2, Class 300, all fluids 

Strainers 2N/2NI 2602 
DIN EN, body, EN-GJL-250, DN 150-250, PN 16, fluids G2, L2, L11) 
DIN EN, body, EN-GJS-400-18-LT, DN 150, PN 16, fluids G2, L2, L11) 

DIN EN, body, EN-GJS-400-18-LT, DN 100-150, PN 25, fluids G2, L2, L11) 
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DIN EN, body, 1.0619, DN 100-250, PN 16, all fluids

Devices Series Type Version

Strainers 2N/2NI 2602

DIN EN, body, 1.0619, DN 200-250, PN 25, all fluids

DIN EN, body, 1.0619, DN 32-250, PN 40, all fluids
DIN EN, body, 1.4408, DN 65-100, PN 16, all fluids

DIN EN, body, 1.4408, DN 32-100, PN 40, all fluids
1) Gases according to Article 4(1)(c.i), second indent

Liquids according to Article 4(1)(c.ii)

That the products mentioned above comply with the requirements of the following standards:

Directive of the European Parliament and of the Council on the harmonization of the laws of the 
Member States relating to the making available on the market of pressure equipment 2014/68/EU of 15. May 2014

Applied conformity assessment procedure for fluids according to Article 4(1) Module H by Bureau Veritas 0062

The manufafacturer’s quality management system is monitored by the following notified body:
Bureau Veritas Services SAS, 4 place des Saisons, 92400 Courbevoie, France
Technical standards applied: DIN EN 12516-2, DIN EN 12516-3, ASME B16.34

Manufacturer: SAMSON AG, Weismuellerstrasse 3, 60314 Frankfurt am Main, Germany

Frankfurt am Main, 10. October 2025

ppa. Steffen Runkwitz
Vice President
Global Sourcing

i.V. Peter Scheermesser
Director
Product Maintenance & Engineered Products
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Classification: Public · SAMSON AKTIENGESELLSCHAFT · Weismüllerstraße 3 · 60314 Frankfurt, Germany Page 1 of 1

 
 

Declaration of Incorporation in Compliance with Machinery Directive 2006/42/EC 
 
For the following product: 
Type 2111 Valve 
 
We certify that the Type 2111 Valve is partly completed machinery as defined in the Machinery Directive 
2006/42/EC and that the safety requirements stipulated in Annex I, 1.1.2, 1.1.3, 1.1.5, 1.3.2, 1.3.4 and 1.3.7 are 
observed. The relevant technical documentation described in Annex VII, part B has been compiled. 
 
Products we supply must not be put into service until the final machinery into which it is to be incorporated has 
been declared in conformity with the provisions of the Machinery Directive 2006/42/EC. 
 
Operators are obliged to install the products observing the accepted industry codes and practices (good engi-
neering practice) as well as the mounting and operating instructions. Operators must take appropriate precau-
tions to prevent hazards that could be caused by the process medium and operating pressure in the valve as 
well as by the signal pressure and moving parts. 
 
The permissible limits of application and mounting instructions for the products are specified in the associated 
mounting and operating instructions; the documents are available in electronic form on the Internet at www.sam-
songroup.com. 
 
For product descriptions refer to: 
- Type 1 Temperature Regulator: Mounting and Operating Instructions EB 2111/2121/2123 
- Safety Temperature Limiters (STL) with Type 2212 Safety Thermostat: 
 Mounting and Operating Instructions EB 2046 
- Type 2213 Safety Temperature Monitor (STM): Mounting and Operating Instructions EB 2043 
 
Referenced technical standards and/or specifications: 
- VCI, VDMA, VGB: "Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen, Mai 2018" 

[German only] 
- VCI, VDMA, VGB: "Zusatzdokument zum Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für 

Armaturen vom Mai 2018" [German only], based on DIN EN ISO 12100:2011-03 
 
Comments: 
- See mounting and operating instructions for residual hazards. 
- Also observe the referenced documents listed in the mounting and operating instructions. 
 
 
 
 
 
 
 
Persons authorized to compile the technical file: 
 
SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany 
Frankfurt am Main, 10 November 2021 

 

 
Stephan Giesen 
Director 
Product Management 

 

 
Peter Scheermesser 
Director 
Product Life Cycle Management and ETO 
Development for Valves and Actuators 
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Declaration of Incorporation in Compliance with Machinery Directive 2006/42/EC 
 
For the following product: Type 2422 Valve 
 
We certify that the Type 2422 Valve is partly completed machinery as defined in the Machinery Directive 
2006/42/EC and that the safety requirements stipulated in Annex I, 1.1.2, 1.1.3, 1.1.5, 1.3.2, 1.3.4 and 1.3.7 are 
observed. The relevant technical documentation described in Annex VII, part B has been compiled. 
 
Products we supply must not be put into service until the final machinery into which it is to be incorporated has 
been declared in conformity with the provisions of the Machinery Directive 2006/42/EC. 
 
Operators are obliged to install the products observing the accepted industry codes and practices (good 
engineering practice) as well as the mounting and operating instructions. Operators must take appropriate 
precautions to prevent hazards that could be caused by the process medium and operating pressure in the valve 
as well as by the signal pressure and moving parts. 
 
The permissible limits of application and mounting instructions for the products are specified in the associated 
mounting and operating instructions; the documents are available in electronic form on the Internet at 
www.samsongroup.com. 
 
For product descriptions refer to: 
- Types 1, 4 and 4u Temperature Regulators: Mounting and Operating Instructions EB 2111/2121/2123 
- Type 2404-2 Excess Pressure Valve with pilot valve: Mounting and Operating Instructions EB 2540 
- Type 2422/2424 Pressure Reducing Valve: Mounting and Operating Instructions EB 2547 
- Type 2422/2425 Excess Pressure Valve: Mounting and Operating Instructions EB 2549 
- Type 2333 Pressure Reducing Valve with pilot valve: Mounting and Operating Instructions EB 2552-1 
- Type 2335 Excess Pressure Valve with pilot valve: Mounting and Operating Instructions EB 2552-2 
- Type 2334 Universal Regulator with pilot valve: Mounting and Operating Instructions EB 3210 
- Type 42-20, Type 42-25 Differential Pressure Regulators: Mounting and Operating Instructions EB 3007 
- Type 42-24, Type 42-28 Differential Pressure Regulators: Mounting and Operating Instructions EB 3003 
- Safety Temperature Limiters (STL) with Type 2212 Safety Thermostat: 
 Mounting and Operating Instructions EB 2046 
- Type 2213 Safety Temperature Monitor (STM): Mounting and Operating Instructions EB 2043 
 
Referenced technical standards and/or specifications: 
- VCI, VDMA, VGB: "Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen, Mai 2018" [German 

only] 
- VCI, VDMA, VGB: "Zusatzdokument zum Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen 

vom Mai 2018" [German only], based on DIN EN ISO 12100:2011-03 
 
 
Comments: 
- See mounting and operating instructions for residual hazards. 
- Also observe the referenced documents listed in the mounting and operating instructions. 
 
Persons authorized to compile the technical file: 
 
SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany 
Frankfurt am Main, 10 November 2021 

 

 
Stephan Giesen 
Director 
Product Management 

 

 
Peter Scheermesser 
Director 
Product Life Cycle Management and ETO 
Development for Valves and Actuators 
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15	Appendix

15.1	Tightening torques
Table 15-1: Tightening torque

Part Coupling nut (7)

Width across flats A/F 36

Nominal size or 
actuator area All

Tightening torque in 
Nm 120

15.2	Accessories
Double adapter, manual adjuster, exten-
sion piece and separating piece can be 
supplied as required. 
These accessories are listed in the sec-
tion 'Accessories' in the 'Design and 
principle of operation' chapter and in 
u T 2595.

The following double nipples must be 
additionally used when the Type 2234 
Control Thermostat is used to replace 
the Type 2233 Control Thermostat:

Table 15-2: Double nipple
Material number Connection Material

100166586 G to NPT Stainless 
steel100166585 G to G

100174309 G to NPT
Brass

100174360 G to G

15.3	Lubricants
SAMSON's After-sales Service can 
support you concerning lubricants and 
sealants approved by SAMSON.

15.4	Tools
SAMSON's After-sales Service can sup-
port you concerning tools approved by 
SAMSON.

https://www.samsongroup.com/document/t25950en.pdf
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15.5.2	 Control thermostat
There are no spare parts available for 
the Type 2231 to 2234 Control Thermo-
stats.

15.6	After-sales service
Contact SAMSON's After-sales Service 
for support concerning service or repair 
work or when malfunctions or defects 
arise.

E-mail contact
You can reach our after-sales service at 
aftersalesservice@samsongroup.com.

Addresses of SAMSON AG and its sub-
sidiaries
The addresses of SAMSON AG, its sub-
sidiaries, representatives and service fa-
cilities worldwide can be found on our 
website (u www.samsongroup.com) or 
in all SAMSON product catalogs.

Required specifications
Please submit the following details:

	− Device type and nominal size

	− Valve not balanced, balanced by a 
bellows or diaphragm

	− Model number or material number

	− Upstream and downstream pressure

	− Temperature and process medium

	− Min. and max. flow rate in m³/h

	− Is a strainer installed?

	− Installation drawing showing the ex-
act location of the regulator and all 

the additionally installed compo-
nents (shut-off valves, pressure 
gauge etc.)


